DLT SQUARE

Description
Recessed square luminaires for direct illumination of representational areas, corridors, stairs, receptions and shops. Luminaires are produced from an aluminium profile with a rim for covering mounting hole and are powder-coated. Luminaires should be installed into 1-25 mm thick plasterboard ceilings.

Luminaire colour (“a” in order code)
1 white RAL 9003 gloss – on request
2 black RAL 9005 matt – on request
3 white RAL 9003 matt – standard
4 another RAL (please specify) – on request
9 silver RAL 9006 MS (microstructure) – on request

Installation
Recessed with visible rim for covering mounting hole

Lower optical part (“bc” in order code)
09 smooth opal cover

Light sources
- LED (“t” in order code)
  1 - 930 3000K CRI>90
  2 - 940 4000K CRI>90
  3 - 830 3000K CRI>80
  4 - 840 4000K CRI>80

Electrical equipment (“x” in order code)
8 dimmable DALI LED driver
  with individual setting option

Order code:
952 75 t a09 851

Example:
952 754 309 851
DLT SQUARE HI LED 840 1275 mm, white RAL 9003 matt, smooth opal cover 09, DALI LED driver

952 753 009 851
DLT SQUARE HI LED 830 1275 mm, silver RAL 9006 MS, smooth opal cover 09, DALI LED driver
<table>
<thead>
<tr>
<th>typ</th>
<th>Order code</th>
<th>Luminaire</th>
<th>Mounting hole</th>
</tr>
</thead>
<tbody>
<tr>
<td>DLT SQUARE HI LED 975 DALI</td>
<td>952 74t a09 851</td>
<td>7440 79</td>
<td>975 960</td>
</tr>
<tr>
<td>DLT SQUARE HI LED 1275 DALI</td>
<td>952 75t a09 851</td>
<td>13640 160</td>
<td>1275 1260</td>
</tr>
<tr>
<td>DLT SQUARE HI LED 1575 DALI</td>
<td>952 76t a09 851</td>
<td>173660 208</td>
<td>1575 1560</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>typ</th>
<th>Order code</th>
<th>Luminaire</th>
<th>Mounting hole</th>
</tr>
</thead>
<tbody>
<tr>
<td>DLT SQUARE LI LED 975 DALI</td>
<td>952 74t a09 852</td>
<td>3830 43</td>
<td>975 960</td>
</tr>
<tr>
<td>DLT SQUARE LI LED 1275 DALI</td>
<td>952 75t a09 852</td>
<td>7020 75</td>
<td>1275 1260</td>
</tr>
<tr>
<td>DLT SQUARE LI LED 1575 DALI</td>
<td>952 76t a09 852</td>
<td>8940 98</td>
<td>1575 1560</td>
</tr>
</tbody>
</table>

Luminous flux is stated for luminaires with light source 840.

**Accessories**
- Luminaires are supplied with installation brackets for 1-25 mm thick ceilings.